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FOREWORD 

An exploratory experimental and theo re t i ca l  invest igat ion of gaseous nuclear 
rocket technology is  being conducted by the  United Aircraf t  Research Laboratories 
under Contract SNPC-70 with the  jo in t  AEC-NASA Space Nuclear Propulsion Office. 
The Technical Supervisor of the  Contract f o r  NASA i s  Captain C. E ,  Franklin (USAF). 
Results of port ions of t he  invest igat ion conducted during the  period between 
September 16, 1969 and September 15, 1970 are described i n  the  following eight  
repor t s  (including the  present repor t )  which comprise t h e  required first Interim 
Summary  Technical Report under the  Contract: 

1, 

2 .  

3. 

4. 

5. 

6. 

7. 

8. 

Klein, J, F, and W. C. Roman: Results o f  Experiments t o  Simulate Radiant 
Heating of Propellant i n  a Nuclear Light Bulb Engine Using a D-C Arc Radiant 
Energy Source. 
September 1970. 

United Aircraft Research Laboratories Report 5-910900-1, 

Jami.net, J. F, and A. E. Mensing: Experimental Investigation of Simulated-Fuel 
Containment i n  R-F Heated and Unheated Two-Component Vortexes. United Aircraft 
Research Laboratories Report J-910900-2, September 1970- 

Vogt, P, G . :  Development and Tests of S m a l l  Fused S i l i c a  Models of Transparent 
Walls f o r  t he  Nucleax Light Bulb Engine. United Aircraft Research Laboratories 
Report J-910900-3, September 1970. 

Roman, W. C , :  Experimental Investigation of a High-Intensity R-F Radiant Energy 
Source t o  Simulate  t he  Thermal Environment i n  a Nuclear Light Bulb Engine. 
United Aircraft Research Laboratories Report J-910900-4, September 1970 

Bauer, H. E.,  R. J. Rodgers and T. S. Latham: Analytical  Studies of Start-up 
and Dynamic Response Character is t ics  of the  Nuclear Light Bulb Engine, 
Aircraf t  Research Laboratories Report J-910900-5, September 1970. 
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Analytical  Study of the Spectral  

Radiant Flux Emitted from the  Fuel 

Region of a Nuclear Light Bulb Engine 

SUMMARY 

A theore t ica l  invest igat ion was  conducted t o  determine the  spec t ra l  d i s t r ibu t ion  
of rad ia t ive  f lux  emitted from the  h e 1  region of a nuclear l i g h t  bulb engine and, 
hence, the  spec t r a l  rad ia t ive  flux incident upon the  transparent containment w a l l s  
or upon the reflective end w a l l s  of such an engine. 
f o r  a specif ied engine configuration, for  a specif ied nuclear f u e l  p a r t i a l  pressure 
d is t r ibu t ion  and f o r  a t o t a l  of 47 wave numbers. 
culated t o  invest igate  the  e f f ec t  on the spec t ra l  radiative f lux  of changes i n  
t o t a l  radiated f lux,  seed gas p a r t i a l  pressure, and end-wall r e f l ec t iv i ty .  The 
t o t a l  radiated f lux  w a s  changed from a reference value of 24,300 t o  48,600 Btu/ft*- 
sec. The e f f ec t  of seed gases was examined by the addition of a mixture of 5 a t m  
each of oxygen and n i t r i c  oxide. Wall r e f l e c t i v i t y  was examined by employing the  
spec t ra l  r e f l e c t i v i t y  of aluminum and silver i n  place of a zero- ref lec t iv i ty  w a l l  
employed i n  the  reference case. 

The analysis was  performed 

A t o t a l  of six cases were ca l -  
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CONCLUSIONS 

1, The spec t r a l  d i s t r ibu t ion  of rad ia t ive  f lux emitted from t h e  nuclear f u e l  
region of a nuclear l i g h t  bulb engine d i f f e r s  appreciably from t h a t  of a 
black body a t  the  assumed radiat ing temperature of 15,000 R. 
e f f ec t ive  black-body rad ia t ing  temperature from 15,000 t o  17,838 R (equivalent 
t o  doubling the  t o t a l  radiated flux) increases the  spec t ra l  f l u x  a t  a l l  
wave numbers but  does not appreciably a l ter  the  spec t r a l  d i s t r ibu t ion  of 
radiated energy. 

Increasing t h e  

2. For a nuclear f u e l  system emitt ing energy a t  an e f fec t ive  black-body rad ia t ing  
temperature of 15,000 R, the  addi t ion of a seed mixture of 5 a t m  of oxygen and 
5 atm of n i t r i c  oxide at tenuates  the  radiat ion emitted r ad ia l ly  i n  the  u l t r a -  
v i o l e t  region of t he  spectrum t o  a l eve l  less than t h a t  of a 15,000 R black- 
body. 

3. Use of r e f l ec t ive  end walls tends t o  s h i f t  the  spec t r a l  d i s t r ibu t ion  of energy 
radiated a x i a l l y  toward the  u l t r av io l e t  spec t r a l  region (toward higher wave 
numbers). 
aluminum re f l ec t ive  end walls than f o r  s i l v e r  re f lec t ive .end  walls. 

The u l t r av io l e t  s h i f t  i n  the  spec t r a l  d i s t r ibu t ion  is grea te r  f o r  

4. Seeding with an oxygen-nitric oxide seed mixture i n  a f u e l  region bounded by 
r e f l ec t ive  end walls reduces the  f r ac t ion  of radiat ion emitted ax ia l ly  i n  
the  u l t r a v i o l e t  spec t r a l  region. The reduction i n  t h i s  case i s  considerably 
l e s s  than the corresponding reduction i n  the  u l t r av io l e t  radiat ion emitted 
i n  a r a d i a l  d i rec t ion .  
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INTRODUCTION 

Analytical  and experimental invest igat ions of various aspects of gaseous 
nuclear rocket technology a re  current ly  being conducted by the  Research Laboratories 
of United Aircraf t  Corporation under Contract SNPC-70 administered by the  j o i n t  AEC- 
NASA Space Nuclear Propulsion Office. 
t he  nuclear l i g h t  bulb engine concept described i n  R e f .  1. I n  t h i s  concept, a vortex- 
s t ab i l i zed  gaseous nuclear reactor  emits thermal radiat ion which is  u t i l i z e d  t o  heat 
a seeded hydrogen propellant.  
physically separated by an in t e rna l ly  cooled transparent w a l l .  
spec t r a l  d i s t r ibu t ion  of thermal radiation. emitted from the  nuclear f u e l  region 
and subsequently incident upon the  transparent containment w a l l  o r  r e f l ec t ive  end 
w a l l  i s  necessary i n  analyzing the  f e a s i b i l i t y  of the  nuclear l i g h t  bulb engine 
concept e 

O f  primary i n t e r e s t  under t h i s  contract  i s  

The nuclear f u e l  and seeded propellant regions a re  
Knowledge of the  

Previous calculat ions performed a t  UARL indicated t h a t  the  spec t r a l  d i s t r ibu t ion  
of rad ia t ive  energy emitted from the  nuclear f u e l  region d i f f e r s  appreciably from 
t h a t  of a black body a t  an e f fec t ive  radiat ing temperature of 15,000 R ( R e f .  2 ) .  
These s tudies  revealed t h a t  approximately 1-7 percent of t he  t o t a l  radiated flux 
(24;300 Btu/ft*-sec) is  emitted a t  wave numbers grea te r  than about 55,000 emm1 
where the  transparent containment wall becomes e s sen t i a l ly  opaque. Thus, the  
need f o r  e f f ec t ive  seeding of the  f u e l  t o  prevent u l t r av io l e t  radiat ion from impinging 
upon the  transparent containment w a l l s  was demonstrated. Preliminary calculat ions 
were made t o  evaluate the  effectiveness of hydrogen as a seed gas. Although 
hydrogen would e f fec t ive ly  block radiat ion emitted from the f u e l  region a t  wave 
numbers grea te r  than lO5,OOO cm-1, hydrogen i s  e s sen t i a l ly  transparent i n  the  wave 
number range between 55,000 and lO5,OOO cm-le 
the  effectiveness of other candidate seeding materials.  

f t  became necessary then t o  evaluate 

An addi t ional  problem is  encountered when considering radiat ion emit ted from 
the  f u e l  region i n  an a x i a l  direct ion.  
highly r e f l ec t ing  end walls i n  the fu l l - s ca l e  engine; a subs tan t ia l  f r ac t ion  of 
t he  incident radiat ion i s  expected t o  be ref lected.  Previous s tudies  with a 
hypothetical  uniformly re f lec t ing  end wall and an aluminum end w a l l  indicated a 
marked increase i n  the  a x i a l  edge-of-fuel temperature as w e l l  as a s h i f t  i n  t he  
a x i a l  spec t r a l  flux d i s t r ibu t ion  toward the  u l t r av io l e t  region of the spectrum 
(Ref. 2 ) -  
possible metal l ic  re f lec t ing  end-wall materials.  
i n  t h e  a x i a l  cases has not been considered. 

Axially directed radiat ion impinges upon 

No comparisons were made between the  e f f ec t s  of aluminum and other 
Similarly, t he  use of seed gases 

Based on the  preceding discussion, a program was formulated t o  determine the 
e f f ec t s  on the  temperature d is t r ibu t ions  within and the  spec t ra l  d i s t r ibu t ions  of 

3 
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rad ia t ion  emi t ted  from the  f u e l  region of a nuclear l i g h t  bulb engine o f :  
adding an e f f ec t ive  seed gas, (b) increasing the  t o t a l  rad ia t ive  f lux (corresponding 
t o  an increase i n  e f f ec t ive  black-body radiat ing temperature) and (c)  including 
d i f f e ren t  r e f l e c t i v e  end-wall materials. The program i s  described i n  de t a i l  i n  
succeeding sect ions of t h i s  report .  

(a)  

4 



ANALYTICAL METHOD 

The radiation spectrum emitted from the fuel region of a nuclear light bulb 
engine is determined by conditions in the outermost layer of the region due to the 
high opacity of the nuclear fuel. At the temperatures and pressure anticipated in 
the full-scale device, the dominating layer is typically a few centimeters in depth; 
therefore the region may be considered as a plane-parallel gas layer containing a 
relatively low concentration of nuclear fuel. Since low nuclear fuel density in the 
edge-of-fuel region precludes extensive energy generation by nuclear fission in this 
region, the outermost layer of fuel is characterized by a constant total energy flux 
at all positions within the region. 

The spectral distribution of flux emitted from the fuel-containment region may 
be estimated using a transport analysis of the radiative transfer process. The 
radiation flux profile is a function of the temperature distribution in the outer 
fuel layer as well as the composition and spectral absorption coefficients of the 
nuclear fuel. These fuel properties are functions of both pressure and temperature. 

Iterative Procedure 

The temperature and corresponding spectral radiative flux profiles in the edge- 
of-fuel region may be determined for a specified fuel partial pressure distribution 
by means of an iterative procedure utilizing existing one-dimensional UARL simplified 
grey-gas and spectral transport computer codes. The iterative procedure is briefly 
outlined in the following paragraph. 
Ref. 2. 

A more detailed description is presented in 

Initially, the simplified grey-gas computer code is used to define a temperature 
profile in the edge-of-fuel region using the optically thick approximation. 
temperature profile is determined for a specified fuel partial pressure distribution, 
an assumed Rosseland mean opacity distribution, a specified edge-of-fuel temperature 
and a uniform specified total flux, Q*. The estimated temperature profile and fuel 
partial pressure distribution are used in the spectral transport computer code to 
calculate the spectral flux distribution, Qo at various positions within the outer 
layer of fuel. The calculated spectral fluxes at each position are integrated to 
ascertain the total flux, Qr. 
Qr, and the specified total flux Q* are within five percent at all positions within 
the fuel region. 
energy deposited at any position must be essentially zero to confirm convergence. 
The procedure is repeated modifying the assumed Rosseland mean opacity distribution 
and/or the edge-of-fuel temperature until the requirements for convergence are 
fulfilled. 

The 

Convergence is confirmed if the calculated total flux, 

In addition, the uniform flux condition requires that the net 

Generally, 10 to 1 5  iterations are required to achieve convergence. 

5 
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Unit Cavity Configuration and Pressure Distribution 

A fue l  containment region 0.681 f t  (20.75 cm) i n  depth a t  a a t o t a l  pressure of 
500 a t m  was selected f o r  t he  spec t ra l  rad ia t ion  emission analysis  of t he  nuclear l i g h t  

bulb engine un i t  cavi ty  schematically depicted i n  Fig. 1. It was assumed t h a t  nuclear 
fue l  exis ted a t  a constant pressure of 200 a t m  from t h e  center l ine  of t he  containment 
region out t o  a depth of  0.3405 f t  (10.38 em). 
t he  edge of fue l  t h e  f u e l  p a r t i a l  pressure decreased l i n e a r l y  with distance as shown 
i n  Fig. 2. 
quires a pos i t ive  pressure of absorbing material  a t  a l l  posit ions f o r  which estimates 
of radiat ion t r ans fe r  a r e  made, s tudies  involving pure fue l  (no seeds - cases 1, 2, 
4 and 5 )  assumed an edge-of-fuel p a r t i a l  pressure of 0.01 a t m  while s tudies  involving 
seed gases (pos i t ive  seed gas p a r t i a l  pressure a t  t h e  edge-of-fuel - cases 3 and 6)  
assumed no fue l  a t  t he  edge-of-fuel posi t ion.  
pressure of  500 a t m  and t h e  fue l  p a r t i a l  pressure a t  any posi t ion was a t t r i bu ted  t o  
neon ( the  absorption due t o  neon w a s  neglected).  
fue l  region a r e  measured from the  edge of fue l  (y  = 0)  inward toward the  center l ine  
(y  = 20.75 em). 
i s  measured rad ia l ly :  
y, i s  measured ax ia l ly  ( see  Fig. 1). 

A t  posi t ions between 0.3405 f t  and 

Since the  calculat ional  procedure i n  the  spec t ra l  t ransport  code re-  

The difference between the  t o t a l  

Note t h a t  distances,  y, i n  t he  

For cases 1, 2 and 3 (without r e f l ec t ive  walls) t h e  distance,  y, 
f o r  cases 4, 5 and 6 (with r e f l ec t ive  end w a l l s )  t h e  distance,  

Description of Gases 

The i t e r a t i v e  procedure, cavi ty  configuration and p a r t i a l  pressure d is t r ibu t ions  
described i n  preceding paragraphs were employed i n  a l l  subsequent calculat ions of t he  
rad ia t ive  spec t ra l  f l ux  d is t r ibu t ions  emanating from t h e  nuclear f u e l  containment 
region of a nuclear l i g h t  bulb engine. S ix  cases were t rea ted  i n  which the  e f f ec t  
of (1) doubling the  t o t a l  radiated flux, (2)  t h e  addi t ion of an oxygen-nitric oxide 
seed mixture, (3) inclusion of d i f f e ren t  r e f l ec t ive  end-wall materials and (4)  t h e  
addition of t he  seed gas mixture i n  combination with a r e f l ec t ive  end w a l l  on t h e  
spec t ra l  d i s t r ibu t ion  of  energy radiated from the  nuclear fue l  region were studied. 

The heavy-atom model (Refs. 2, 3 and 4 )  used t o  ca lcu la te  t he  r equ i s i t e  fue l  
composition and spec t ra l  absorption charac te r i s t ics  as a function of temperature 
and pressure f o r  use as input i n  the  spec t ra l  t ransport  computer code was the  same 
f o r  cases 1 through 6. 
17.94 and 31.14 ev (Ref. 5 ) .  
t i o n  function required by the  heavy-atom model and described i n  Ref. 6 w a s  used f o r  
a l l  cases examined. All spec t ra l  quant i t ies  were calculated f o r  forty-seven wave 
numbers as compared t o  approximately twenty-five wave numbers fo r  previous s tudies  
reported i n  R e f .  2. The increase i n  t h e  number of spec t ra l  determinations was made 
i n  order t o  obtain more detai led spec t ra l  information a t  wave numbers grea te r  than 
approximately 55>000 em'' where the  transparent w a l l  material begins t o  l o se  t rans-  
parency. 

The fue l  species ionizat ion potent ia ls  were 6.1, 11.46, 
I n  addition, a band type osc i l l a to r  s t rength d is t r ibu-  

6 



I n  cases 1 and 2, t h e  e f f ec t  of doubling the  t o t a l  rad ia t ive  f lux  from 24,300 
t o  46,600 Btu/ft2 -sec( corresponding t o  a change i n  e f fec t ive  black-body radiat ing 
temperature from 15,000 t o  17,838 R )  on t h e  spec t ra l  d i s t r ibu t ions  of  flux emitted 
r ad ia l ly  from the  fue l  region w a s  studied. Calculations for cases 1 and 2 involved 
only pure fuel;  no seed gases were considered. 

The e f f ec t  of the  addi t ion of  a uniform p a r t i a l  pressure of 5 a t m  of oxygen 
( 0 2 )  and 5 a t m  of n i t r i c  oxide (NO) as a seed gas mixture on the  r ad ia l ly  emitted 
spec t ra l  f l ux  d i s t r ibu t ion  was determined i n  case 3 f o r  a t o t a l  rad ia t ive  f lux  of 
24,300 Btu/ft*-sec. 

Cases 4 and 5 represent a comparison of  end-wall e f fec ts  i n  which a f rac t ion  
of t he  ax ia l ly  emitted f lux  from the  fue l  region i s  re f lec ted  back i n t o  the  fue l  
region by end walls of  aluminum (case 4)  and s i l v e r  (case 5)  for  a t o t a l  rad ia t ive  
f l u x  of 24,300 Btu/ft2-sec. 
and s i l v e r  (Refs. 11 and 1 2 )  are graphically depicted i n  Fig. 
not considered i n  these cases. 

Spectral  r e f l e c t i v i t i e s  f o r  aluminum (Refs. 7 through 10) 
a Seed gases were 

I n  case 6, t he  combined e f f ec t  of  r e f l ec t ive  end w a l l s  and a n  oxygen-nitric 
oxide seed gas mixture on the  ax ia l ly  emitted spec t ra l  f l ux  d is t r ibu t ion  w a s  studied 
f o r  a t o t a l  rad ia t ive  f lux  of 24,300 Btu/ft  -see. Calculations were made f o r  a fue l  
region bounded by aluminum end walls and containing a uniform d i s t r ibu t ion  of  f i v e  
atm each of oxygen and n i t r i c  oxide. 

2 

The various conditions and approximations as w e l l  as a swnmary of  various 
f igures  a r e  compiled i n  Table I f o r  reference. 

7 
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SPECTRAL DISTRIBUTION OF RADIANT 
ENERGY FROM THE NUCLEAR FE3L REGION 

Telppe rature  Distr ibut ions 

Ten t o  f i f t e e n  i t e r a t ions  were required i n  each case t o  achieve convergence 
between the  simplified grey-gas code and the  spec t ra l  t ransport  code. A s  noted 
previously, convergence w a s  based on t h e  c r i t e r i a  of e s sen t i a l ly  uniform t o t a l  
flux and the  associated negl igible  energy loss a t  a l l  axial or r a d i a l  posi t ions f o r  
which the  calculat ions were made. 
i t e r a t i v e  procedure f o r  cases 1 through 6 a r e  as follows: 
12,650 R; case 3, 11,650 R; case 4, 23,650 R; case 5, 17,650 R; case 6, 24,650 R. 
Temperature d is t r ibu t ions  i n  the  outermost layer  of the  f u e l  containment region a r e  
compared f o r  a l l  s ix  cases i n  Fig. 4 as a function of distance, y:, measured from 
the  edge of fue l .  

Edge-of-fuel temperatures as estimated by the  
case 1, 10,650 R; case 2, 

Comparison of t he  r e su l t s  f o r  cases 1, 2 and 3 plot ted in  Fig, 4 show the  
e f f ec t  of doubling the  t o t a l  radiated f lux (case 2 )  and addition of an oxygen- 
n i t r i c  oxide seed gas (case 3) on the  temperature d is t r ibu t ions  i n  the  outer  layer  
of t he  f u e l  containment region. In  general, doubling the  t o t a l  radiated f l u x  
increases the  temperature a t  any posi t ion i n  the  f u e l  region by approximately 2,200 R; 
addi t ion of t he  seed gas r e su l t s  i n  a temperature d i s t r ibu t ion  which i s  approximately 
1,100 R grea te r  than the  pure f u e l  case. 
gradients a t  any posi t ion i n  the  f u e l  region i s  evident i n  the r e s u l t s  shown f o r  
cases 1, 2 and 3. 

No appreciable difference i n  temperature 

The curves f o r  case 4 (aluminum end walls) and case 5 ( s i l v e r  end walls) 
exhibi t  t he  e f f ec t  of d i f f e ren t  end-wall r e f l e c t i v i t i e s  on a x i a l  temperature d i s t r i -  
butions. 
noted f o r  t h e  r e f l ec t ive  end w a l l  cases as compared t o  case 1. 
resu l t s  graphically depicted i n  Fig.  4 f o r  case 6 show the  ant ic ipated increase 
i n  the  axial temperature d i s t r ibu t ion  as a r e s u l t  of including an oxygen-nitric 
oxide seed mixture with r e f l ec t ive  end walls of aluminum. 

Marked increases i n  temperature a t  any posi t ion i n  the  f u e l  region a r e  
Similarly, t he  

Spectral  Absorption Coefficients 

Typical spec t r a l  absorption coef f ic ien t  r e su l t s  calculated by means of t he  
spec t ra l  t ransport  code a t  the  edge-of-fuel temperatures a re  compared i n  Fig. 5 
f o r  cases 1 and 2, i n  Fig. 6 f o r  cases 1 and 3, i n  Fig. 7 f o r  cases 1, 4 and 5 
and i n  Fig. 8 f o r  cases 1, 4 and 6. 
radial posit ions,  representing d i f f e ren t  conditions of temperature and pressure, 
a r e  required f o r  t he  spec t r a l  analysis  of radiat ion emitted from t h e  fuel-containment 
region, Such data near t h e  edge of f u e l  are par t icu lar ly  s ign i f icant ,  s ince t h e  
absorption coef f ic ien ts  of t he  per ipheral  gas layer  a re  most i n f l u e n t i a l  i n  
determining the  spec t r a l  emission charac te r i s t ics  of the fuel-containment region. 

These data  and similar data a t  other axial o r  

8 
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Qualitatively, a strong peak in spectral absorption coefficient of the material 
near the edge of fuel will cause a valley in the spectral distribution results for 
the emitted radiation. Conversely, a marked valley in the spectral absorption 
coefficient of the material near the edge of fuel will cause a strong peak in the 
spectral distribution results for the emitted radiation. 

The spectral absorption coefficients of the nuclear fuel at a partial pressure 
of 0,Ol atm are illustrated in Fig. 5 for a temperature of 10,650 R, the edge-of-fuel 
temperature for case 1, and for a temperature of 12,650 R, the edge-of-fuel 
temperature for case 2e 

In Fig. 6 a comparison is made of the spectral absorption coefficient of 0.01 
atrn of pure fuel at a temperature of 10,650 R (edge-of-fuel temperature for case 1) 
and the spectral absorption coefficient of a mixture of 5 atrn of oxygen and 5 atrn of 
nitric oxide at the edge-of-fuel temperature for case 3 of 11,650 Re 

Spectral absorption coefficient results for pure fuel at a partial pressure 
of 0.01 atm are compared in Fig. 7 for case 1 with a temperature of 10,650 R, 
case 4 with a temperature of 24,650 R and for case 5 with a temperature of 17,650 Re 
Case 4 involves reflective end walls of aluminum and case 5 involves reflective 
end walls of silver. Since seed gases are not considered in cases 1, 4 and 5, 
the results shown in Fig. 7 exhibit the change in the spectral absorption coefficient 
of nuclear fuel with temperature. 

Similar comparisons of the spectral absorption coefficient distributions of 
5 atm of oxygen and 5 atm of nitric oxide at a temperature of 24,650 R (case 6) 
and nuclear fuel at a partial pressure of 0.01 atrn and at temperatures of 10,650 R 
(case 1) and 23,650 R (case 4) are presented in Fig. 8. Case 1, used as a standard 
of comparison, considered pure fuel with no reflective end walls; in case 4, an end 
wall of aluminum was considered; in case 6, an oxygen-nitric oxide seed mixture as 
well as reflective end walls of aluminum were treated. 

In addition to the results presented for specific cases studied, a comparison 
of the spectral absorption properties of the seed mixture (5 atm of oxygen an6 5 atrn 
of nitric oxide) at various temperatures is shown in Fig. 9. 
computed from spectral absorption cross-section data from Refs. 1.3, 14 and 1-5 and 
composition data for the oxygen-nitric oxide mixture which were computed at UARL. 
The composition calculations indicated that the principal species at temperatures up 
to approximately 15,000 R were molecular oxygen, nitrogen and nitric oxide as well 
as atomic oxygen and nitrogen. 
molecular species dissociate, thus the composition at higher temperatures is dominated 
by atomic oyygen and nitrogen, electrons and the positive ions of oxygen and nitrogen. 

These results were 

At temperatures greater than a'bout 15,000 R the 
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Major contributors t o  t h e  seed gas opacity i n  t h e  u l t r av io l e t  spec t r a l  region 
above a wave number of 33,000 cm-l include the  Herzberg continuum, Schumann-Runge 
continuum and bands and t h e  Hopfield bands of oxygen, the  Hopfield bandsof nitrogen, 
the  Lyman-Birge-Hopfield bands, severa l  sharp bands including the  p , y , 8 and E 

t r ans i t i ons  and the  ionizat ion continuum of n i t r i c  oxide (see R e f .  13).  
ionic  species contribute various bound-free and free-free continua t o  the  spec t r a l  
absorption coef f ic ien ts  throughout the  spectrum (Refs 

Atomic and 

14 and 15) e 

Density Prof i les  

The composition data  required t o  compute the  spec t r a l  absorption coef f ic ien t  
d i s t r ibu t ions  f o r  cases 1 through 6 were used t o  calculate  nuclear f u e l  and t o t a l  
mass density prof i les  as a function of axial or radial posi t ion within the  outer  
layer  of t he  fuel-containment region. Nuclear f u e l  mass density d is t r ibu t ions  f o r  
each of the  cases studied during t h i s  invest igat ion a re  compared i n  Fig. 10 f o r  
cases1 and 2, i n  Fig. 11 f o r  cases 1 and 3, i n  Fig. 12 f o r  cases 1, 4 and 5 and i n  
Fig. 13 f o r  cases 1, 4 and 6. Similarly, t o t a l  mass density p ro f i l e s  a re  compared 
i n  Fig. 1 4  f o r  cases 1 and 2, i n  Fig. 15 f o r  cases 1 and 3, i n  Fig. 16 f o r  cases 1, 
4 and 5 and i n  Fig. 17 f o r  cases 1, 4 and 6. 
sum of the  dens i t ies  of a l l  gas species present:  nuclear fue l ,  seed gases and neon. 

Spectral  Radiative Biergy Prof i les  

The t o t a l  density i s  defined as the  

Spectral  d i s t r ibu t ions  of t he  rad ia t ive  flux emitted from the  nuclear f u e l  con- 
tainment region of a typ ica l  u n i t  cavi ty  (see Fig. 1) of a nuclear l i g h t  bulb 
engine are graphically shown i n  Figs.  18, 20, 22 and 24 f o r  a l l  cases investigated.  
The spec t r a l  rad ia t ive  flux d is t r ibu t ions  f o r  a black body a t  a temperature of 
15,000 R are a l s o  shown i n  Figs. 18, 20, 22 and 24 f o r  comparison purposes. 
Figs. 19, 21, 23 and 25 the  spec t ra l  rad ia t ive  f l u x  r e su l t s  a r e  replot ted as 
f r ac t iona l  flux d is t r ibu t ions .  
energy radiated i n  t h e  wave number i n t e r v a l  between 1.0 x l o 3  cm-l and u 
wave number in t e rva l  between u and 1.0 x 10 
a black body a t  temperatures of 10,000 R, 15,000 R and 20,000 R a r e  a l so  shown i n  
Figs. 19, 21, 23 and 25@ A s  noted previously, the  t o t a l  radiated f l u x  was 24,300 
Btu/ft2-sec f o r  cases 1, 3, 4, 5 and 6 and 48,600 Btu/ft2-sec f o r  case 2. 
corresponding ef fec t ive  black-body radiat ing temperatures f o r  these t o t a l  f luxes 
a re  15,000 R and 17,838 R. 

I n  

Fract ional  f lux r e su l t s  give the f r ac t ion  of t o t a l  

6 Fract ional  f lux d is t r ibu t ions  f o r  
and i n  the  

cm-1. 

The 

Effect of Doubling Total  Radiated Flux on Radial Spectral  Flux Distr ibut ion 

I n  cases 1 and 2, the  e f f ec t  of doubling the  t o t a l  radiated f l u x  on the  spec t r a l  
d i s t r ibu t ion  of energy emitted r ad ia l ly  from the  f u e l  region was investigated.  
cases were calculated using pure nuclear f u e l  without seed gases. The t o t a l  radiated 
f lux  f o r  case 1 was 24,300 Btu/ft2-sec, corresponding t o  an e f f ec t ive  black-body 
radiat ing temperature of 15,000 R; the  t o t a l  radiated f l u x  f o r  case 2 was 48,600 
Btu/ftZ-sec, corresponding t o  an e f f ec t ive  black-body radiat ing temperature of 17,838 R, 

Both 
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Spectral  rad ia t ive  f lux  d is t r ibu t ions  f o r  cases 1 and 2 as well as similar 
r e su l t s  for a black body a t  a temperature of 15,000 R are graphically compared i n  
Fig. 18 as a function of wave number. 
2 exhibi t  approximately the  same wave number dependence. (Since the  t o t a l  energy 
radiated in  case 2 w a s  twice t h a t  radiated i n  case 1, t h e  spec t ra l  f l ux  f o r  case 2 
exceeds the  spec t r a l  flux for case 1 a t  a l l  wave numbers.) The spec t r a l  r e su l t s  
shown i n  Fig,  18 a r e  displayed i n  Fig. 19 as f r ac t iona l  f lux  d is t r ibu t ions .  Since 
the  transparent w a l l s  of t h e  nuclear l i g h t  bulb engine become es sen t i a l ly  opaque 
a t  wave numbers grea te r  than approximately 55,000 cm-1, it i s  s igni f icant  t h a t  the  
f r ac t ion  of t o t a l  energy radiated i n  t h i s  wave number region increases from approxi- 
mately 1-7 percent t o  about 19.5 percent f o r  a two-fold increase i n  t o t a l  radiated 
energy. 
radiated flux. 

The r e su l t s  shown i n  Fig. 18 f o r  cases 1 and 

Thus the  need for t he  addi t ion of 'seed material increases with increasing 

Effect  of an Oxygen-Nitric Oxide Seed Mixture on Radial Spectral  Flux Distr ibut ion 

Previous s tud ies  (Ref. 2) i l l u s t r a t e d  t h a t  seeding the  f u e l  region could reduce 

These invest igat ions showed t h a t  hydrogen as 
the  f r ac t ion  of t o t a l  energy radiated i n  the  c r i t i c a l  wave number region beginning 

1 a t  a wave number of about 55,000 cm" e 

a seed gas e f fec t ive ly  eliminated radiat ion of energy a t  wave numbers grea te r  than 
approximately lO5,OOO cm-1 due t o  absorption of energy by the  Lyman-continuum of 
atomic hydrogen. Unfortunately, the  hydrogen does not absorb appreciably between 
wave numbers of 55,000 cm-I and 105,000 cm-l except for a negl igible  spec t r a l  region 
centered about a wave number of 82,000 cm-1. 
cm-l i s  due t o  t h e  Lyman-a l i n e  t rans i t ion .  
invest igat ion t o  f ind  a su i t ab le  gas or combination of gases which would function 
as an ef fec t ive  absorber i n  the c r i t i c a l  wave number region. Preliminary r e su l t s  
indicated t h a t  materials such as li thium vapor, oxygen and nitrogen would not pro- 
vide su f f i c i en t  opacity i n  the  wave number region above 55,000 cm-l,, 
a l so  indicated t h a t  r e l a t ive ly  modest quant i t ies  of a mixture of oxygen and n i t r i c  
oxide would be su f f i c i en t ly  s t ab le  a t  the  conditions of pressure and temperature 
occurring i n  the  outermost layer  of the  f u e l  region and would be su f f i c i en t ly  opaque 
t o  rad ia t ion  a t  wave numbers greater  than 55,000 cm"' t o  function as an ef fec t ive  
seed mixture. Thus, a mixture of 5 a t m  each of oxygen and n i t r i c  oxide were used 
as a seed mixture i n  case 3. The spec t ra l  d i s t r ibu t ion  of energy emitted f rom the  
f u e l  region f o r  case 3 (with oxygen-nitric oxide seeding) a re  compared t o  s imi la r  
r e su l t s  f o r  case 1 (without seeding) i n  Fig. 2Oe These estimates of t he  spec t ra l  
f l u x  d is t r ibu t ions  show t h a t  t he  oxygen-nitric oxide seed mixture blocks e s sen t i a l ly  
a l l  energy radiated a t  wave numbers grea te r  than about 50,000 cm-le 
case 3 i n  Fig. 20 a l so  shows t h a t  the spec t r a l  flux a t  wave numbers grea te r  than 
approximately 50,000 cm"' i s  e f fec t ive ly  reduced below t h a t  of a black body a t  a 
temperature of 15,000 R. 

Absorption by atomic hydrogen a t  82,000 
Studies were made during the  present 

These s tudies  

The curve for 

11 



J-910904-1 

The f r a c t i o n a l  f luxes  f o r  cases 1 and 3 as w e l l  as f r ac t iona l  f l u x  r e su l t s  f o r  
black-bodies a t  temperatures of 10,000, 15,000 and 20,000 R a re  p lo t ted  i n  Fig. 21. 
These r e su l t s  show t h a t  less than 0.4 percent of t he  t o t a l  energy radiated by 
the  seeded f u e l  occurs a t  wave numbers grea te r  than 55,000 em- 1 

Effect  of Reflective End Walls on Axial Spectral  Flux Distribution 

Reflection of a x i a l l y  directed radiat ion back i n t o  the  fuel-containment region 
i s  ostensibly a simple means of minimizing end-wall heat  loads i n  the  fu l l - sca le  
engine. 
wavelengths or wave numbers) would preclude deposition of radiat ion i n  the  end w a l l  
and force t h e  f u e l  region t o  rad ia te  a l l  energy r ad ia l ly  toward the  transparent 
containment w a l l .  Unfortunately, r e a l  materials are generally poor r e f l ec to r s  i n  
the  u l t r a v i o l e t  region of t he  electromagnetic spectrum. For a given t o t a l  net 
radiat ive f lux incident on a typ ica l  r e f l ec t ing  wall, the  gas temperature is  con- 
siderably grea te r  than the  gas temperature f o r  a 'non-reflecting wall  (see Fig. 4 ) .  
For a r e f l ec t ing  w a l l  t o  be e f fec t ive  i n  minimizing heat deposition i n  the  end w a l l ,  
it must e f f e c t  a s ign i f i can t  increase i n  the  f r ac t ion  of the  f l u x  directed rad ia l ly ,  
not  simply an increase i n  gas temperature. To properly evaluate rad ia t ive  t ransport  
i n  t he  end-wall region requires a two-dimensional analysis  which includes the  
e f f ec t s  of ref lect ion.  Because of the  mathematical complexity of t h i s  type of 
analysis,  it would be of benef i t  t o  assess  the f e a s i b i l i t y  of defining a "mean" o r  
"effective" reflectance which could be incorporated i n t o  a simplified diffusion 
analysis  of t h e  system. A s  an i n i t i a l  s t e p  i n  evaluating t h i s  concept, t he  e f f ec t s  
of r e f l ec t ive  end walls i n  the  one-dimensional system with uniform t o t a l  radiated 
f l u x  were examined. 

A per fec t ly  r e f l ec t ing  end-wall (100 percent re f lec t ion  of radiat ion a t  a l l  

The spec t r a l  r e f l e c t i v i t i e s  of aluminum i n  case 4 and s i l v e r  i n  case 6 (see 
Fig. 3) were used i n  the  spec t r a l  analysis  of radiat ion emitted a x i a l l y  from the  
f u e l  region. Spectral  rad ia t ive  f l u x  d is t r ibu t ions  a r e  compared i n  Fig. 22 f o r  
cases 1, 4 and 5. 
energy i s  sh i f t ed  toward wave numbers i n  the  u l t r a v i o l e t  region of t he  spectrum when 
r e f l ec t ive  end walls a r e  incorporated i n  the  analysis .  
corresponds t o  t h e  increase i n  the  temperatures f o r  these cases. Examination of the  
temperature d is t r ibu t ions  depicted i n  Fig.  4 f o r  cases 4 and 5 show t h a t  t he  edge- 
of-fuel  temperatures increase markedly from 10,650 R for case 1 involving no r e f l ec t ive  
walls t o  23,650 R f o r  case 4 involving aluminum end walls and t o  17,650 R f o r  case 5 
involving s i l v e r  end walls. 

These spec t r a l  r e su l t s  (Fig. 22) show t h a t  the  d i s t r ibu t ion  of 

The u l t r av io l e t  s h i f t  

In  Fig. 23, t he  f r ac t iona l  f l u x  d is t r ibu t ions  f o r  cases 1, 4 and 5 and f o r  a 
black body a t  temperatures of 10,000 R, 15,000 R and 20,000 R are  compared. 
general, these r e su l t s  show t h a t  r e f l ec t ive  end w a l l s  tend t o  s h i f t  the  f l u x  d i s t r i -  
bution such t h a t  more of the  emitted energy fa l l s  i n  the  v i s ib l e  and u l t r av io l e t  
spec t ra l  regions. 

In  
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Wfec t  of Reflective E51d Walls with Seeding on Axial Spectral  Flux Distr ibut ion 

I n  case 6 ,  t h e  e f f ec t  on the  a x i a l l y  emitted spec t r a l  flux d i s t r ibu t ion  of 
adding 5 atm of oxygen and 5 a t m  of n i t r i c  oxide as a seeding mixture t o  a f u e l  
region bounded by aluminum end walls was studied. The spec t ra l  flux d i s t r ibu t ion  f o r  
case 6 i s  compared t o  t h e  spec t ra l  flux d is t r ibu t ions  for case 1 (no seeds or 
r e f l ec t ive  end walls) and case 4 (no seeds and r e f l ec t ive  end w a l l s  of aluminum) i n  
Fig. 24. Corresponding f r a c t i o n a l  f lux  d is t r ibu t ions  for cases 1, 4 and 6 a r e  com- 
pared i n  Fig. 25. These r e su l t s  show some at tenuat ion of t he  u l t r av io l e t  radiat ion 
when an  oxygen-nitric oxide seed mixture i s  used. 
of t h i s  seed mixture (see Figs e 8 and 9) a t  the  higher temperatures encountered i n  t h e  
re f lec t ive  end wall case (case 6)  a re  not great  enough t o  subs tan t ia l ly  reduce 
radiat ion of energy i n  the  u l t r av io l e t  spec t r a l  region, 

However, the  absorption coef f ic ien ts  

Optical  Depths a t  Selected Wave Number 

I n  order t o  ascer ta in  t h e  thickness of f u e l  which influences the  spec t r a l  
radiat ion f l u x  a t  the edge of fue l ,  it is  necessary t o  know the  "effect ive" opt ica l  
depth. The op t i ca l  depth a t  any wave number i s  given by t h e  following equation: 

where y i s  the distance from the  f u e l  edge and a m  
coef f ic ien t  as a function of y. Spectral  absorption coef f ic ien t  &a, such as those 
given i n  Figs.  5 through 9, were used t o  compute the  op t i ca l  depths as a function of 
distance in to  the  f u e l  f o r  each of t he  cases investigated a t  wave numbers of 
2.0 x lo3, 1.0 x lo4, 2.0 x lo4, 5.0 x LO4 and 1.0 x 105 em-'. 
graphically i l l u s t r a t e d  i n  Figs.  26 through 31 f o r  cases 1 through 6 respectively.  

is  the  spec t ra l  absorption 

These r e su l t s  a r e  

In  pract ice ,  the spec t r a l  flux of rad ia t ive  energy emitted by the  f u e l  region 
is not appreciably influenced by conditions ex is t ing  more than a few op t i ca l  depths 
in to  the i n t e r i o r  of the  fuel-containment region as shown by the  r e su l t s  of t h i s  
section. An op t i ca l  depth of 1.0 is  generally reached or  exceeded a t  wave numbers 
of 10,000, 20,000, 50,000 and 100,000 cm-' a t  a posi t ion within approximately 0.6 em 
of the  edge of f u e l .  Figures 29 and 31 show t h a t  t he  opt ica l  depth c r i t e r i o n  f o r  cases 
4 and 6 a t  a wave number of 10,000 em-' is  not met a t  a l l  posit ions within the  f u e l  
region; however, the  f r ac t ion  of radiat ion emit ted up t o  a wave number of 10,000 em'' 
f o r  Cases 4 and 6 i s  l e s s  than 2 percent (see Fig. 25) e Although there  i s  a marked 
reduction i n  the  opt ica l  depth a t  wave numbers l e s s  than 2,000 cm-l a t  a l l  posit ions 
within the  f u e l  region f o r  cases 1 though 5, the f r ac t ion  of radiat ion emitted a t  
these wave numbers i s  negl igible  f o r  a l l  cases (see Figs.  19, 21, 23 and 25). 
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Effective Spectral  Black-Body Properties 
of the  Fuel Region 

In  Fig. 32 black-body f luxes a re  i l l u s t r a t e d  as a function of temperature f o r  
These r e su l t s  were used t o  estimate the  e f fec t ive  spec t r a l  selected wave numbers. 

black-body radiat ing temperature Tbb(w), of the nuclear f u e l  region as a funct ion of 
wave number as graphically depicted i n  Fig. 33 f o r  a l l  s i x  cases investigated.  The 
e f fec t ive  spec t r a l  black-body radiat ing temperature is defined as t h a t  temperature 
f o r  which t h e  spec t ra l  flux emitted by the  f u e l  region a t  wave number w i s  equal 
t o  a black-body spec t r a l  flux a t  wave number w 

A number of general  trends are observed i n  the  r e su l t s  presented i n  Fig. 33. I n  
the  infrared spec t r a l  region (nominally a t  wave numbers l e s s  than 13,000 cm"') t he  
f u e l  systems f o r  cases 1, 2 and 3 which do not involve w a l l  r e f l e c t i v i t i e s  rad ia te  
a t  black body temperatures greater  than 15,000 R. Conversely, i n  cases 4, 5 and 6 
incorporation of r e f l ec t ing  end walls d r a s t i c a l l y  reduces t h e  e f fec t ive  spec t r a l  
black-body radiat ing temperatures considerably below 15,000 R. 
t he  e f fec t ive  spec t r a l  black-body rad ia t ing  temperature of the f u e l  region tends t o  
o s c i l l a t e  around .l'j,OOO R, throughout the  v i s i b l e  and near u l t r a v i o l e t  regions of 
the  spectrum. I n  addition, radiat ion from f u e l  systems f o r  a l l  cases except case 3 
tends t o  peak a t  an e f fec t ive  black-body radiat ing temperature of 17,500 R a t  a wave 
number of approximately 70,000 cm"l. For case 3, involving t h e  oxygen-nitric oxide 
seed mixture but  no r e f l ec t ive  walls, the  e f fec t ive  black-body radiat ing temperature 
tends t o  remain a t  15,000 R a t  wave numbers above 70,000 cm"le 

In  a l l  cases examined, 

Effect ive Optical  Depths of t he  Fuel Region 

I n  Fig. 34, the  e f f ec t ive  opt ica l  depth i s  plot ted as  a function of wave number. 
The e f f ec t ive  op t i ca l  depth i s  defined as t h a t  op t i ca l  depth a t  which the  e f fec t ive  
spec t r a l  black-body temperature and the  gas temperature a re  equal. It i s  a measure 
of the  e f fec t ive  distance one can "see" in to  the  plasma. 

Note t h a t  no data  could be calculated f o r  cases 4 and 6 which consider r e f l ec t ive  
end walls of aluminum. These data were not avai lable  since the  estimated spec t r a l  
black-body temperatures (see Fig. 32) a t  the  selected wave numbers were l e s s  than t h e  
gas temperatures p lo t ted  i n  Fig. 4. 

The r e s u l t s  plot ted i n  Fig. 34 show t h a t  t he  e f fec t ive  opt ica l  depth generally 
increases with increasing wave number f o r  a l l  cases. A notable exception is  exhibited 
by case 3, i n  which the  e f fec t ive  op t i ca l  depth decreases markedly with increasing 
wave number a t  wave numbers grea te r  than 60,000 cm-l. 
the  addi t ion of the oxygen-nitric oxide seed gas which becomes qui te  opaque a t  wave 
numbers grea te r  than 60,000 cm-l (see Fig,  6 ) .  

The r e su l t s  f o r  case 3 r e f l e c t  
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